LAKE TAHOE

(RESIDENTIAL USE ONLY)

BEST MANAGEMENT PRACTICE

STANDARD DRAWING NO.

STANDARD BMP-005
DRAWING SUBSURFACE CONVEYANCE SYSTEM ATe L6201
I. USE SUBSURFACE CONVEYANCE SYSTEM TO COLLECT ROOF
. RUNOFF AND CONVEY TO A REMOTE INFILTRATION SYSTEM.
sLop THIS PRACTICE APPLIES TO SITES WHERE INFILTRATING RUNOFF
IN THE DRIP LINE COULD ADVERSELY AFFECT THE FOUNDATION.
SEE BMP-00l AND BMP-009 FOR ALTERNATE TREATMENTS.
PERFORATED PIPE SEPARATE 5' MIN
FROM STRUCTURES, 2. REFER TO SITE SPECIFIC BMP RECOMMENDATIONS FOR THE
(W 10" AS SPACE ALLOWS INFILTRATION SYSTEM DETAILS.
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% AN A TRAp LANDSCAPE 3. FILTER FABRIC IS OPTIONAL. SEE BMP-060, "FILTER FABRIC
\\j/\\//\ AN SOLID PIPE FOR INFILTRATION SYSTEMS," FOR DETAILS. PLACE 8 MIL
NS AN
\/éy/\/\\ S \&/ INFILTRATION SYSTEM, PLASTIC LINER TO INTERCEPT AND PREVENT WATER MOVEMENT
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NOTE: USE PERFORATED PIPE TO COLLECT WATER, AND USE SOLID PIPE TO -y K\\/\\\\/\\\/
CONVEY FLOWS AWAY, AND IN ROCKY SOILS OR NEAR ROOTS. RN PGS SRR
5. INSTALL CLEAN-OUTS AT ENDS OF PIPE AND AT ALL BENDS AND
INSTALLATION GUIDELINES ABRUPT CHANGES IN SLOPE.
STEPS: DRIP LINE
|. EXCAVATE TRENCH WITH MIN. 1% GRADE TO DRAIN. ¢ 6. CONTAINMENT BORDERS ARE REQUIRED UNDER DRIP LINES.
RETAINING o
6" MIN. FINISH OPTIONS FOR MATERIALS INCLUDE RPRESSURE—FREATFEB—HUMBER,
2. INSTALL BORDERS OR RETAINING RE-BAR STRUCTURE é GRADE TO BOTTOM
STRUCTURE AS NEEDED. ANCHOR (AS NEEDED) ¢ RECHEEED—€O ©S+FES, BRICK, STONE, COBBLE, OR OTHER
N \ / : OF SIDING non-flammable landscape edging material. Fire defensible space guidelines
5. MEASURE AN"SPLACE PLASTIC LINER =_7= - CONTAINMENT for Lake Tahoe require a non-combustible area within 5 feet of a structure.
e T e IR g % BORDERS ° Combustible material shall not connect from the border to a structure.
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FA;S::?E:ELY EXTEND PLASTIC TO @@ MIN. WIDTH SLOPE 7. FIRE DEFENSIBLE SPACE GUIDELINES FOR LAKE TAHOE
: Il - 8" SUBGRADE
2'?2';: = '28“ o RECOMMEND A NON-COMBUSTIBLE AREA WITHIN 5 FEET OF
\ - (e}
4. MEASURE AND INSTALL FILTER FABRIC OVERLAPPING | 3 STORY = 30" A STRUCTURE. COMBUSTIBLE MATERIAL SHALL NOT CONNECT
PLASTIC LINER |2" MINIMUM AND PLACING EXCESS — =77
ALONG TRENCH. FROM THE BORDER TO THE STRUCTURE. VISIT
NS B AL ¢ _SUnugl WWW.LIVINGWITHFIRE.INFO/TAHOE FOR MORE INFORMATION.
5. PLACE 2" LAYER OF WASHED DRAIN ROCK IN TRENCH. ! ! ! NO COMBUSTIBLE MATERIALS, INCLUDING WOODEN BORDERS, ARE
6. PLACE PERFORATED DRAIN PIPE WITH HOLES = N=_7=173 PERMITTED WITHIN 5 FEET OF ANY STRUCTURE.
FACING DOWN AND BAI‘CKFILL”WITH WASHED | I I I 7H 0 ] U.S. DEPARTMENT OF AGRICULTURE
DRAIN ROCK WITHIN 2% TO 3" OF FINAL GRADE. FILTER FABRIC— —— - NATURAL RESOURCES CONSERVATION SERVICE
OPTIONAL, SEE NOTE 3 IN COOPERATION WITH
7. WRAP FILTER FABRIC OVER ROCK AND SECURE. PLACE 8 MIL. PLASTIC LINER TAHOE RESOURCE CONSERVATION DISTRICT, AND
A SECOND LAYER OF FILTER FABRIC OVER THE FIRST LAYER. N SEE NOTE 3
L" PERFORATED NEVADA TAHOE CONSERVATION DISTRICT
8. FILL REMAINDER OF TRENCH WITH DRAIN ROCK OR SMOOTH WALL PIPE DRAWN BY: APPROVED BY: DATE
OTHER DESIRED STONE TO FINISH GRADE. W/HOLES DOWN SECT |ON A_A DMGG/CLT

THIS STANDARD DRAWING IS BASED ON A REFERENCE TO THE NRCS STANDARD PRACTICE 570 - STORMWATER RUNOFF CONTROL AND 606A - SUBSURFACE DRAIN,
THIS DRAWING IS INTENDED TO ASSIST THE DESIGNER IN PREPARATION OF A COMPLETE SITE SPECIFIC DESIGN, AND IT IS NOT TO REPLACE THE INDEPENDENT JUDGMENT AND ANALYSIS
BY A QUALIFIED DESIGNER. THIS PRACTICE APPLIES TO COLLECTING SURFACE RUNOFF ONLY, AND IS NOT DESIGNED TO DRAIN LATERALLY MOVING SUBSURFACE WATER AWAY FROM STRUCTURES.
USDA IS AN EQUAL OPPORTUNITY PROVIDER AND EMPLOYER




