CONCRETE CURB (OPTIONAL)
/ 6" PERVIOUS CONCRETE SLAB
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COMPACT SUBGRADE PER / o
JURISDICTION STANDARDS 7"-1" ANGULAR, WASHED DRAIN

ROCK, COMPACT UNTIL
NON-YIELDING

PERVIOUS CONCRETE
(ON A SLOPE LESS THAN 5%)

PERVIOUS
CONCRETE

OPTIONAL IMPERMEABLE BAFFLE, EXTEND 6"
BELOW BASE OF DRAIN ROCK AND 3" INTO UPPER TIER OF DRAIN
ROCK

\~ INSTALL LEVEL

PERVIOUS CONCRETE

(ON A SLOPE GREATER THAN 5%)

NOTES:
1. PERVIOUS CONCRETE SHALL BE INSTALLED BY A CONTRACTOR THAT HAS SUCCESSFULLY COMPLETED A NATIONAL
READY MIXED CONCRETE ASSOCIATION (NRMCA) PERVIOUS CONCRETE INSTALLERS' COURSE OR POSSESSES AN

EQUIVALENT CERTIFICATION.

Pervious Concrete

REGIO! BMP-101
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THE TAHOE REGIONAL PLANNING AGENCY (TRPA) SHALL NOT BE RESPONSIBLE FOR THE ACCURACY OR COMPLETENESS OF ELECTRONIC COPIES OF THIS DETAIL.



