5'NON-COMBUSTIBLE ZONE
(SEE NOTE 3)

STRUCTURE

NON-FLAMMABLE
BORDER

~ TRENCH DEPTH
(SEE NOTE 1)

NON-FLAMMABLE
VEGETATION OR
INORGANIC MULCH

4
z/ DRIPLINE
8
4

o

INSTALL TRENCH LEVEL /

(DO NOT COMPACT SUBGRADE) NON-WOVEN
_o| WIDTH | . GEOTEXTILE FABRIC
VARIES PLACED ON SIDES AND
BACKFILL TRENCH WITH ANGULAR, BOTTOM OF TRENCH
WASHED 2"-11" DRAIN ROCK (SEE NOTE 2) WITH 3" OF DRAIN ROCK
SLOPE 2% AWAY FROM PLACED ONTOP
STRUCTURES
TRENCH WIDTHS
1 STORY 18" MIN
2 STORY 24" MIN EXISTING GROUND —\
3 STORY 30" MIN STEP INFILTRATION _
TRENCH DOWNHILL _\
_ A ll
ﬂ INSTALL INFILTRATION
TRENCH LEVEL
EXTEND BAFFLES BEYOND
BOTTOM OF TRENCH

STEP INFILTRATION TRENCH DOWNHILL
(ON A SLOPE 5% OR GREATER)

NOTES:

1.  LENGTH, WIDTH, AND DEPTH OF INFILTRATION TRENCHES SHALL BE DESIGNED TO STORE THE 20-YEAR 1-HOUR STORM
EVENT. THE BMP CALCULATION SPREADSHEET AVAILABLE AT WWW.TAHOEBMP.ORG MAY BE USED TO SIZE INFILTRATION
TRENCHES.

2.  PROPRIETARY PRODUCTS MAY BE USED TO PROVIDE ADDITIONAL STORAGE CAPACITY RELATIVE TO DRAIN ROCK.
INSTALL PER MANUFACTURER'S SPECIFICATIONS.

3. FIRE DEFENSIBLE SPACE GUIDELINES FOR LAKE TAHOE RECOMMEND A 5' NON-COMBUSTIBLE ZONE AROUND THE
BUILDING PERIMETER. SEE "LIVING WITH FIRE" AT WWW.LIVINGWITHFIRE.INFO

Infiltration Trench
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