2:1 SLOPE (MAX)
BEHIND WALL

~—{ 30" (MIN)

SLOPE BOTTOM BENCH

}*

5' (MIN)

i

T

24" (MAX)

f

24" (MIN)

PRESSURE TREATED
TIMBER

BACKFILL WITH NATIVE MATERIAL,
PER JURISDICTION STANDARDS

FILTER FABRIC

TIMBER TERRACE WALLS. SEE NOTE 2

2:1 SLOPE (MAX)
BEHIND WALL

36" (MAX) ROCK/BOULDER 12" DIA. (MIN)

SLOPE BOTTOM
BENCH

2% (MAX)

FILTER FABRIC
WASHED 3/4" ANGULAR

DRAIN ROCK 3" DEEP /
BACKFILL WITH NATIVE MATERIAL,

PER JURISDICTION STANDARDS

STACKED ROCK TERRACE WALLS. SEE NOTE 3

NOTES:

1. THE APPLICABILITY OF THIS DETAIL TO A SPECIFIC SITE SHOULD BE VERIFIED BY THE APPROPRIATE REVIEW AGENCY
AND/OR ENGINEER.

2. SEE BMP-204 FOR DETAIL OF TIMBER WALL CONSTRUCTION.

3. SEE BMP-205 FOR DETAIL OF ROCK WALL CONSTRUCTION.

4. FOR NON-PERMITTED PROJECTS, REVEGETATE ADJACENT AREAS IN ACCORDANCE WITH TRPA BMP HANDBOOK.
FOR PERMITTED PROJECTS, REVEGETATE ADJACENT AREAS TO SPECIFICATIONS OF REVEGETATION PLAN.

Terrace Retaining Walls
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