DENSE MIXTURE OF NATIVE
AND/OR ADAPTED PLANT SPECIES

PAVEMENT GRAVEL ARMOR
& 2% (MIN) /2% (MIN)

o oo )

SIDE SLOPES 3:1 OR FLATTER O
4
/ 12-18" AMENDED SOIL
OPTIONAL DRAIN ROCK LAYER AND
PERFORATED PIPE FOR POORLY
DRAINED SOILS, USE 3/4"-1 1/2" GEOTEXTILE FABRIC WRAP AROUND
ANGULAR WASHED DRAIN ROCK OPTIONAL DRAIN ROCK LAYER (IF USED)

NOTES:

1. THIS DETAIL DISPLAYS KEY CONCEPTS FOR A BIOSWALE AND MAY NOT PROVIDE ALL NECESSARY DESIGN INFORMATION
FOR INDIVIDUAL SITES.

2. SLOPE OF SWALE BOTTOM SHALL BE LESS THAN 3%.

3. BIOSWALES SHALL BE WELL VEGETATED USING NATIVE PLANT SPECIES IN AMENDED SOIL WITH APPROPRIATE KSAT.

4. FOR NON-PERMITTED PROJECTS, MULCH AND REVEGETATE BIOSWALE IN ACCORDANCE WITH THE TRPA BMP HANDBOOK.
FOR PERMITTED PROJECTS, REVEGETATE BIOSWALE TO SPECIFICATIONS OF REVEGETATION PLAN.

Bioswale (Concept Drawing)
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