SWEEP DAILY OR MORE
FREQUENTLY AS NEEDED

INSTALL CONSTRUCTION BOUNDARY
FENCING WHERE NEEDED TO PREVENT
CREATION OF ADDITIONAL INGRESS/EGRESS
POINTS

20'-50' DEPENDENT ON
SITE AND EQUIPMENT SIZE

EXISTING DRAINAGE

SCOUR PROTECTION
(BOTH SIDES OF CULVERT)

3"-6" AGGREGATE 12" DEPTH (MIN)
RUMBLE STRIP AS NEEDED

GEOTEXTILE FABRIC FOR GRADE
REINFORCEMENT AS NEEDED GRAVEL FULL WIDTH OF INGRESS/EGRESS
AREA WIDTH 10' (MIN) OR AS NEEDED

FOR ANTICIPATED TRAFFIC

NOTES:

1. A STABILIZED CONSTRUCTION ENTRANCE SHALL BE USED AT ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS.

2. THE AGGREGATE SHALL BE 3" - 6" CRUSHED ROCK.

3.  THE ENTRANCE SHALL BE PROPERLY GRADED TO PREVENT RUNOFF FROM LEAVING THE CONSTRUCTION SITE.

4. THE ENTRANCE SHALL BE CONSTRUCTED ON LEVEL GROUND, WHERE FEASIBLE, AND LOCATED WHERE PERMANENT
DRIVEWAY OR PARKING AREAS ARE PLANNED.

5. ADDITIONAL STONE SHALL BE PROVIDED WHEN SURFACE VOIDS ARE NO LONGER VISIBLE OR WHEN THERE IS FREQUENT

OFF-SITE TRACKING. FREQUENT OFF-SITE TRACKING MAY INDICATE THE NEED FOR GRAVEL REPLACEMENT.

CONTRACTOR TO MAINTAIN CONSTRUCTION ENTRANCE AT ALL TIMES.

ALL SEDIMENT DEPOSITS ON PAVED ROADWAYS SHALL BE SWEPT AND REMOVED DAILY OR MORE FREQUENTLY AS

NEEDED.

8. LIMIT CONSTRUCTION TRAFFIC DURING WET WEATHER OR WHEN THE SITE IS SATURATED, MUDDY OR COVERED IN SNOW.

9. LIMIT SPEEDS OF INGRESS/EGRESS VEHICLES TO 5 M.P.H. OR LESS.

No
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THE TAHOE REGIONAL PLANNING AGENCY (TRPA) SHALL NOT BE RESPONSIBLE FOR THE ACCURACY OR COMPLETENESS OF ELECTRONIC COPIES OF THIS DETAIL.



