
NOTES:
1. FIBER ROLL DRAIN INLET PROTECTION SHALL USE A MIN. 12" DIAMETER ROLL AND BE INSTALLED BEFORE CONSTRUCTION

BEGINS.
2. GRAVEL BAGS SHALL BE FILLED WITH GRAVEL. SAND BAGS ARE NOT AN ACCEPTABLE SUBSTITUTE.
3. INSPECT AND REPAIR FIBER ROLLS EACH DAY AND AFTER EACH STORM EVENT. REMOVE SEDIMENT WHEN ONE THIRD OF

THE FILTER DEPTH HAS BEEN FILLED. REMOVED SEDIMENT SHALL BE DISPOSED OF PROPERLY.
4. SEDIMENT AND GRAVEL DEPOSITED ON ROADWAYS SHALL BE IMMEDIATELY REMOVED.
5. IN HIGH TRAFFIC AREAS, MARK DRAIN INLET PROTECTION WITH VISIBLE BARRIERS SUCH AS SAFETY CONES.
6. REMOVE DRAIN INLET PROTECTION AFTER THE SURROUNDING AREA HAS BEEN STABILIZED.

GRAVEL BAG WEIGHTS AT
ENDS AND 3' O.C.

CURB INLET

SHEET FLOW INLET

NON-WOVEN FILTER FABRIC
SET UNDER DRAIN INLET

NON-WOVEN FILTER
FABRIC SET UNDER DRAIN

INLET WEIGHTED FIBER ROLL OR
FIBER ROLL WITH GRAVEL
BAGS AS WEIGHTS

6" (MIN)
OVERLAP

DRAINAGE DITCH INLET

WEIGHTED FIBER ROLL OR
FIBER ROLL WITH GRAVEL

BAGS AS WEIGHTS

NON-WOVEN FILTER FABRIC
SET UNDER DRAIN INLET

6" (MIN)
OVERLAP
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