
NOTES:
1. SLOPE SURFACE SHALL BE FREE OF ROCKS, VEGETATION, STICKS, AND DEBRIS. MATS/BLANKETS SHALL HAVE GOOD SOIL

CONTACT. SCARIFY AND/OR TILL SLOPE SURFACE 12" DEEP BEFORE LAYING BLANKET.
2. LAY BLANKETS LOOSELY AND STAKE OR STAPLE AS NEEDED TO MAINTAIN DIRECT CONTACT WITH THE SOIL. DO NOT

STRETCH OR TWIST.
3. EROSION CONTROL BLANKETS SHOULD BE USED IN CONJUNCTION WITH REVEGETATION (CONTAINER OR PLUG PLANTING)

TO SPECIFICATIONS OF REVEGETATION PLAN FOR PROJECT.
4. HAND WALK BLANKET DOWN SLOPE AS BLANKET IS STAKED OR STAPLED TO PREVENT STRETCHING.
5. DO NOT WALK ON BLANKET ONCE IN PLACE.
6. ALL ANCHORS SHALL BE INSTALLED PERPENDICULAR TO SLOPE.

BLANKET SHOULD BE
INSTALLED VERTICALLY

DOWNSLOPE

ANCHOR TRENCH DETAIL KEY TRENCH AT TOP OF SLOPE; LAY
BLANKET IN TRENCH, BACKFILL WITH
NATIVE SOIL, ROLL BLANKET OVER
BACKFILL AND DOWN SLOPE

12"

6"

SEE ANCHOR TRENCH
DETAIL BELOW

STAKE OR STAPLE PER
MANUFACTURER'S SPECIFICATIONS

2:
1 

(M
A

X)
 S

LO
PE

36" (MIN)

36" (MIN)

November 2012
BMP-515

Erosion Control Blanket


